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REALISTIC 42-116 COMPACT DISC CLNR - 9208 
HMIS: 1-3-0 NFPA: 1-3-0 

RADIO SHACK 42-116 Data Sheet: 01008 

Prepared: 11/26/93 
Supersedes: N/A 


This Material Safety Data Sheet complies with OSHA Hazard Communicatioii Standaid 29 CFR 1910. 1200. 


If [ARC, NTP, AOGIH and OSHAca 
loEredientfs^ 

irinogetis an pccaeat in this material in ^ 
Exposure Limits 

Percent 


Isopropyl Alcohol 

PEL-TWA400ppm 

40-60% 

OSHA/ACGIH STEL is 500 ppm. 

CAS#: 67-63-0 

ACGIH-TWA400ppm 


NIOSH recommends 400 ppm 8-hour TWA, 
NIOSH recommends 800 ppm ceiling limit 

Water 

CAS#" 7732-18-5 

Not ^plicable 

>40% 



Permissible Exposure Limits: Not est^lished for this product See section 2 for component PELs and TLVs. 
Effects of Acute Overexposure: 


Eyes: Exposure to liquid or vaqwr causes eye irritatioa Symptoms m^ include: stin ging ^ tearing and redness. 

Skin: Exposure cause mild skin irritation. Prolonged or repeated exposure maty dry the skin. Symptoms may include 
redness, burning, drying and craddng, and skin bums. 


Breathing: Exposures to vapor or mist is possible under certain conditions of handling and use. Breathing small amounts 
during normal handling and use is not lil^ to cause barmfol health effects; breathing large amounts may be harmful. 
Symptoms are more typically seen at air concentrations exceeding the recommended exposure limits. Symptoms of 
exposure may include: irritation of the nose, throat, respiratory tract; Central Nervous System (CNS) depression 
including dizziness, drowsiness, weakness, fotigue, poor coordination, nausea, headache, confusion, unconsciousness, 
etc.; low blood pressure; low core bo(fy temperature; coma; and death. 

Swallowing: Swallowing small amounts incidental to normal handling is not likely to cause an adverse health effects. 
Symptoms of exposure include: gastrointestinal irritation, CNS depression including dizziness, drowsiness, weakness, 
fetigue, poor coordination, nausea, headache, confusion, unconsciousness, etc.; respiratory depression; low blood 
pressure; low core body temperature; kidney damage; coma; and death. 

Primary Route(s) of Entry: Eye contact, skin contact, skin absorption, and inhalation. 

Effects of Chronic Overexposure: Mild, reversible liver effects and fetotoxicity at maternally toxic doses only. 


Medical Conditions Ag^vated by Exposure: Skin contact may aggravate existing dermatitis or other significant skin 
conditions. Inhalation m^ adversely affect existing respiratory conditions. 



holding eye lids apart. If ^ptoms persist, seek medical attention. 


Skin: Remove contaminated clothing and laonder dotliing before re-use. Wash exposed area with large amnimt s of soap and 
water. If symptoms persist, seek medical attention. 


Breathing: If ^ptoms develop, move individual away from ejqxisure and into fiesh air. If synqitoins persist, seek medical 
attention. If breathing is difficult, administer oitygen; keq) person warm and quirt; and seek attentioa 

Swallowing: If swallowed, seek medical attentioa Induce vomiting, if individual is conscious and aleat If individual is alert, 
induce vomiting by giving of ipecac or gently placing two fingers at the back of the throat If individual is drow^ or 

unconscious, place on the left side with the head fodng down. Do not give aiything by mouth to an individual that is 
unconscious or not alert If possible, do not leave exposed individual unattended. 
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Flash Point: 76® F by TCC (component) 

Explosive Limit: LEL 2,0% UEL 12,0% (by component) 

Extinguishing Media: alcohol foam, carbon dioxide or dry chemical. 

Hazardous Decomposition Products: Msy form toxic materials including, but not limited to, the following: carbon dioxide and 
carbon monoxide. 


Fire Fighting Procedures: Wear self-contained breathing a^^iaratus with a foil foce piece operated in the positive pressure 
Hf^and mode when fi ghring fires. Water may not be effective for fire fitting. However, water may be used to keq> fire- 
e3qx)sed containers cool until fire is extinguished. 

Special Fire and Explosion Hazards: Material is volatile. Never use welding or cutting torch on or near containers/drums 
because the product or residue can ignite oq)losively. All five gallon pails and large metal containers and vessels should be 
grounded and/or bonded when mateiifll is transfened. Vtq)0i5 are heavier than air mid m^ travel along the ground or may 
be moved by ventilation and ignited by pilot lights, other flames, sparks, heaters, lighted cigarettes, electric motors, static 
charge, etc. at locations distant fix>m the material handling point 



■Small Spill: Fliminate all souTces of i gniti on such as flaies, flames, phot lights, and electrical sparks. Absorb liquid on 
vermiculite, floor absorbent or other absorbent material. 


Large Spill: Only persormel trained in spill clean-iq) under 29 CFR 1910.120 should be involved with spill clean-up procedures. 
Persons not wearing protective equip ment should be excluded from the area until clean-up is complete. Eliminat e all 
i gnition souTces. Prevent spilled materi al from entering drains, sewers, streams or other bodies of water. Control run-oflf 
and notify proper authorities, if necessary. Pump spilled material to containers for recovery. Transfer contaminated 
absorbent, soil and other materials to containers for disposal. Dispose of spilled material according to local, state, and 
federal regulations. 



Respiratory Protection: Not required under normal conditions of use; however, if sprayed or used in confined areas, a NIOSH/ 
MSHA approved respirator may be advised in the absence of proper enyiromnental control. When respirators are used, all 
requirements listed in 29 CFR 1910. 134 must be met. Contact your local safety equipment supplier to identify the 
appropriate respirator for your intended uses. Engineering and/or adrniiiistrative controls should be implemented to reduce 


exposures. 


Ventilation: Provide sufficient mechanical ventilation (general and/or local exhaust) to maintain exposures below the 
tecominended e^qwsure limits. 


Protective Gloves: Wear chemical resistant gloves such as neoprene and rubber. Contact your safety equipment supplier. 


Eye Protection: Chemical splash goggles and a fece shield to prevent splash, in compliance with OSHA regularions, is advised. 
Other Protective Equipment: To prevent nq>eated or prolonged skiti contact, wear impervious clothing and boots. 




Property 
Boiling Point 
Vapor Pressure 
Vapor Density 
Solubility In Water 
pH 


Measurement 
180®F @ 760mmHg (wHuponMit) 
33.0 mmHg @ 77®F (conqxnenl) 
2.07 (Air=l) 

Soluble 
Not applicable 


Property 
Specific (jravity 
Percent Volatiles 
Evaporation Rate 
Appearance 


Measurement 

0.789 @60®F (component) 
>99% 

Slower than ether 
Clear liquid 
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Hazardous Polymerization: Can not occur. 

Stability: Stable. 

Incompatibility: Avoid contact with strong oxidizers, acetaldehyde, ethylene oxide, acids, and isocyanates. Do not mix with 
aiy other products. 



Dispose of in accordance with all Local, State, and Federal Regulations. 





DOT Hazard Classific 


SARA Title HZ, Section 313 Chemicals: None known. 

SARA Title HI, Section 312 Information: Health immediate (Y es) delayed (Y es) Fire (Yes) Reactivity (No) 
Proposition 65: No 

TSCA 12B: Yes - Isopropanol (CAS# 67>63-0). If this produa is to be exported, it is subject to the export notification 
requirements of TSCA 12(b) [40 CFRPait 707 Subpart D). 




Lontameis used to transport and store this material may be hazardous when emptied. Residue (Vapor, Liquid, and/or Solid) may 
be present in the emptied container. All hazard precautionaiy measures should be followed. 


The information accumulated and reflected in this Material Safety Data Sheet is believed to be accurate but is not warranted to 
be, whether originating with the company or not Recipients are advised to confirm in advance of need that the information 
is current, applicable, and suitable to their circumstances. 


End of MSDS 




